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This document will walk you through the process of configuring the Toshiba Bluetooth Stack to work with the Code Reader 2.0/3.0.   This requires a firmware version 3500+ and a radio firmware version of 1000+.  To check the version, please refer to the CR2/CR3 user manuals.
1.  Navigate to the Control Panel and Open the Bluetooth Local COM Port Icon.
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2.  Identify the Appropriate Com Port owned by the LocalCOM-Server[SerialPort(TOSHIBA LocalCOM)]  Owner.
3.  Right Click on the Blutooth Manger Tray Icon and selection “Options”, you can Identify your Device Address here, in this example 00:1B:FC:EF:3F:79
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3a.  Go to http://www.codecorp.com/bdaddr.php and create a QuickConnect code using the address from step 3.  Use the CodeXML Router/ 2-way applications section  if CodeXML Router will be installed.  Else create a QuickConnect Code using the section for Serial Applications. 
4.  Optional – To remove the Passkey dialogue when connecting, Select the Security TAB and Select Custom Level
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4a.  Uncheck the settings under the Security Setting of Serial Port (SPP).
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5.  Install the Code XML Router Software to the Device on the Appropriate COM Port. Reboot the PC and then scan your QuickConnect code to connect.  Please note that the Toshiba Stack does not allow a device to connect until the Com Port is opened.  CodeXML Router must be installed or the serial application must be started before the QuickConnect Code is read.
6.  Scan the QuickConnect Code generated in step 3.  If step 4 was not done, Windows will prompt for a Passkey.  The default Passkey is “12345678”.
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