
READ ME 

 

Currently Opticon’s Command-Line Appload supports the OPN2001 and 
OPN2002. To download firmware on OPN2002, scan the following barcode to 
change to the CDC driver. 

 

 

 

Scan the following barcode to swith back to default USB driver . 

 

 

 

Note that this version of the Command-Line Appload is supported on OSX 10.5 
and newer. 

1. Connect OPN2001 or OPN2002. 
2. Start Opticon’s Command-Line Appload. 
3. Enter firmware file path. 

[Enter firmware file path or [q] to quit] 
/users/username/Downloads/RAFV0306_RBGV0219_RFG35315.hex 

 

4. Loading firmware starts. Do not disconnect the device. 

 
Warning 
=========== 
Do not disconnect the device while installing OS 



 
 
 
 
 
 
 
 
**************************************************************** 
***************                                  *************** 
***************   Opticon Command-Line Appload   *************** 
***************                                  *************** 
**************************************************************** 
********************** Version EGFS0091 ************************* 
 
 
 
Getting device info...Pleaes wait... 
 
Connected device: OPN2002 
 
----------------- 
Software Version:  
RBGV0219 
RAFV0306 
RFG35315 
----------------- 
 
[Enter firmware file path or [q] to quit] 
/users/yweaver/Downloads/RAFV0306_RBGV0219_RFG35315.hex 
 
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!! 
[WARNING] DO NOT DISCONNECT TERMINAL [WARNING] 
!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!!! 
 
 
>>>>>Putting into download mode... 
 
>>>>>Checking the device... 
 
>>>>>Putting into maskrom mode... 
 
>>>>>Sending Maskrom... 
 
>>>>>Sending data 
.........................................................................................

.......................................................... 
 
>>>>>Erasing terminal... 
 
>>>>>Sending OS data Please wait 
.........................................................................................

....................................................................................

....................................................................................

................................................. 
 
>>>>>Checking terminal... 
 
>>>>>Setting time... 
 
>>>>>Resetting terminal... 
 
Safe to unplag the device 
 
 
[Enter firmware file path or [q] to quit]	
  

	
  


