
Instructions	  for	  use:	  

-‐	  To	  include	  a	  framework	  in	  your	  Xcode	  project,	  choose	  Project	  >	  Add	  to	  Project	  and	  
select	  the	  framework	  directory.	  

-‐	  Include	  framework	  header	  files	  in	  your	  code	  using	  the	  #include	  directive.	  If	  you	  
are	  working	  in	  Objective-‐C,	  you	  may	  use	  the	  #import	  directive	  instead	  of	  the	  
#include	  directive.	  

	   #include	  <OPN/opn_interface.h>	  

	   #import	  <OPN/opn_interface.h>	  

-‐	  The	  project	  "opn_test"	  has	  some	  examples	  of	  use	  of	  the	  driver,	  and	  also	  illustrates	  
certain	  guidelines	  that	  must	  be	  adhered	  to	  for	  proper	  use	  of	  the	  driver.	  

-‐	  You	  can	  find	  documentation	  for	  the	  API	  in	  "Documentation/opn_interface/".	  

-‐	  Note	  that	  the	  driver	  can	  only	  be	  used	  with	  OPN2001	  firmware	  versions	  RBFV0212	  
and	  later,	  and	  OPN2003	  firmware	  version	  RBFV0212	  and	  later.	  

-‐	  	  Switching	  USB	  driver	  (default)	  and	  CDC	  driver.	  (Only	  OPN2003	  support	  both	  USB	  
and	  CDC	  driver.	  OPN2001	  support	  USB	  driver	  only)	  

Scan	  the	  following	  barcode	  to	  switch	  to	  default	  USB	  driver.	  

	  (Composite	  device	  driver)	  

	  

	  

Scan	  the	  following	  barcode	  to	  switch	  to	  the	  CDC	  driver.	  

	  (Communication	  driver)	  

	  

	  


