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Note: The software only support for Bluetooth SPP mode and used in Windows device.

1. Turn on the barcode reader, and read below barcodes sequence, the blue LED will flash slowly.

Bluetooth SPP Mode

Bluetooth pairing mode

Bluetooth output mode

2. Please download “SeralToKey” 2 into your Windows device from our website.

Then open Bluetooth for the device (if device has no bluetooth, please use a Bluetooth adapter),
and pair to scanner, shown in picture “The 1st”.
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The 1st

3. Shown as “The 2nd” picture, 580226 is a random code, click next.
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The 2nd
4. After the pairing is finished, view the port by the scanner (ie: COM3 is a random digit), shown
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in “The 3rd” picture.
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The 3rd

5. Turn on the software “SerialToKey” , it will show that “You are using software for

the first time. Please connect the serial port manually!”, shown in “The 4th” picture. Please click

OK.

"SeﬁalToKey

You are using software for the first time. Please connect the

- l serial port manually !
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The 4th

6. Please select opposite "SerialPort" number in "The 5th" picture and click "OpenSerialPort".
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The 5th
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Functions

7. Scanner blue LED light off when connection succeed as shown in “The 6th” Picture.
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The 6th

8. Now you can open Notes/office files or other cursor blinking position, when scan a barcode by
scanner, the data will transfer to the document, shown as “The 7th” picture.
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The 7th

Features:

ASCII Encoding: This option transmits digital / English bar codes.
GB2312 Encoding: This option can transfer digital / English bar codes and Chinese bar codes of
GB2312 code.
UTF-8 Encoding: This option can transfer digital / English bar codes and Chinese bar codes of
UTF-8 code.

1. You can click “Functions” in “The 6th” picture to set scanner’s information, shown in “The 8th”

picture.
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[ FUNCTIONS

Configure Scanner

Scanner Info

Scanner Functions

Sure | Cancel

The 8th
2. You can set Bluetooth Name/Prefix Chars/Suffix Chars/Voice Set/Out Style/Sleep Time/Power
Time in “Configure Scanner”, shown in “The 9th” picture.
Note: When you configure the barcode reader, please make sure the scanner in active mode,
the method is: click the scan button on the barcode reader every 2-3 seconds, but don’t read

any barcodes (you can turn off the sleep time in “Configure Scanner”).
Set Scanner .

Bluetooth Name

Prefix Chars

Suffix Chars

Voice Set

Qut Style

Sleep Time

Power Time

Sure | Cancel

The 9th
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3. When you need to change Bluetooth name, Select “Bluetooth Name” in “The 9th” picture, it
will be done after restart the software.

[ SPP Bluetooth Name |

Please enter letters or Mumbers
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Cancel Submit

The 10th
4. Select “Prefix Chars” in “The 9th” picture, shown as “The 11th” picture, first select the
characters you want to set, and you can click “+” or “-” to add or delete character, then click State
Switch to make it “State(ON), the last click “Submit”.
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The 11th
5. When the setting is successful, you will see "Set device function successful!”, As shown in “The
12th” picture. The suffix setting method is the same as the prefix, up to 6 characters can be set.
Note: When setting the suffix, you must set CR (carriage return) and LF (line feed),
otherwise the data will be wrong when scanning Chinese bar code!

’.SerTalToKey 1

Set device function successful!

The 12th
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6. Select "Voice Set" in “The 9th” picture to set the scanner’s volume, shown as “The 13th”

picture.
[ Volume Settings @-‘
r Close
‘o Middle
r Low
The 13th

7. Click "Scanner Info" in “The 8th” picture to view the scanner's hardware, battery and software
information, shown in “The 14th” picture.
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Hardware Info

Battery Info

Yersion Info

Sure | Cancel

The 14th

8. Click "Scanner Functions" in “The 8th” picture to set the scanner's other functions, as shown in
“The 15th” picture.
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Scanner Functions

Start Scan

Close Sleep Time

Open Read

Close Read

Restore Default

Sure | Cancel

The 15th



