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2D CMOS with auto-focus

Feature/ Benefit

 Real-time adapting lens:
increase productivity
by enabling extended
scanning range

* Fast shutter speed:
improve efficiency with
increased motion tolerance

* Auto-contrast control:
enable high-resolution
image capture

e Adjustable illumination:
easily scan any surface

e (Class 1 laser: enhance
performance

* |mage-capture software:
enable end-users to
capture images

e USB or RS232 support:
increase design flexibility

e Two-year warranty: protect
your investment




+ Basic Product Specification

Communication Physical
o Serial CMOS, USB-HID or USB-VCP: * Dimensions (w x h x d):
17-pin FCC connector CMOS Camera:

27.3x14.2x13.4mm/1.1x0.56 x 0.53 in.

Power PCB (decoder board):

. V0|tage RequirememS: 3.3V +/- 5% 18.5x4.8x30.3mm/0.73x0.19x 1.19in.

* Current consumption: Max. 390 mA Extended cable between camera and decoder board:
50 mm/1.97 in.

2D Imager Optics * Weight:

CMOS Camera: Ca. 7 g./0.25 oz.

e Light source: Aiming laser diode, illumination LEDs
gntsou rng oce, flmine’ PCB (decoder board): Ca. 4 g./0.14 oz.

¢ Scan method: CMOS area sensor, 900 x 512 pixels,

gray scale
« Scan rate: Up to 80 fps, after auto-focus activation Regulatory Safety
(100 ms after triggering) ¢ |EC 60825-1:2007 Class 1
* Image format: Bitmap, JPEG ¢ CDRH Class |
« Reading pitch angle: -50 to 0°, 0 to +50° ¢ RoHS Compliant
* Reading skew angle: -50 to 0°, 0 to +50°
¢ Reading tilt angle: 360° Depth of Field
* Min. resolution at PCS 0.9: 0.127 mm/5 mil (millimeters)

* Min. PCS value: 045

¢ Field of view: Horizontal 40°, Vertical 23°

* Depth of field:
PDF 417: 45-120 mm /1.77-4.72in (0.127 mm / 5 mil)
PDF 417: 50-270 mm/ 1.97-10.6 in (0.254 mm / 10 mil)
Data Matrix: 45-150 mm/ 1.77-5.91 in (0.254 mm / 10 mil)
Code 39: 45-260 mm/1.77-10.2 in (0.254 mm /10 mil)

Supported Symbologies tD " ' ' '

* Barcode (1:D): JAN/UPC/EAN incl. add on, Codabar/ 100 200 300 400
NW-7, Code 11, Code 39, Code 93, Code 128, GS1-128
(EAN-128), GS1 DataBar (RSS), IATA, Industrial 20f5,
Interleaved 20f5, ISBN-ISSN-ISMN, Matrix 20f5, MSI/
Plessey, S-Code, Telepen, Tri-Optic, UK/Plessey

¢ Postal code: Chinese Post, Intelligent Mail Barcode,
Korean Postal Authority code, POSTNET

¢ 2D code: Aztec Code, Aztec Runes, Chinese Sensible
code, Codablock F, Composite codes, Data Matrix
(ECC200/ECO-140), Maxi Code (mode 2~5),

MicroPDF417, Micro QR Code, PDF417, QR code Resolution: 0.127
45<—> 110 ‘
Durability Code39 45 Resolution: 0.254 260
« Temperature in operation: -20 to 55 °C /-4 to 131 °F 120 < Resolution: 1.0 > 1000
* Temperature in storage: -40 to 70 °C / -40 to 158 °F
* Humidity jn operation: 5 - 85% (non-condensing, AN [ 55 < Resolution: 0.330 > 340
non-freezing)
* Humidity in storage: 5 - 85% (non-condensing, _ Resolution: 0.127
non-freezing) POF 417 pe—>120
* Ambient light immunity: Fluorescent 10,000 Ix max, L 50 Resolution: 0.254 270
Direct sun 100,000 Ix max, Incandescent 10,000 Ix max
* Drop test: packed in dummy case 1.5 m/5 ft drop onto r Resolution: 0.381
concrete surface QR Gode b 720

* MTBF: 10,000 hours -

Resolution: 0.169
45<—> 90

i Resolution: 0.254
Data Matrix 45 150

I: Resolution: 0.212

Micro QR Code 45<—> 120
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